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CD Loader 1.2

Building the boot loader arguments
Looking up ~BOOT/LOADER. .. Found
Relocating the loader and the BTX

Gambar 1 disamping adalah gambar awal saat

BTX loader 1.88 BTX version is 1.81

Cornioe, Discmal Sudangmineed booting penginstalan FreeBSD.

BIOS drive A diske
BIOS drive C: is diskl
BIOS 638kB/268832kB available memory

FreeBSD/i386 bootstrap loader, Revision 1.1 Klta tunggu Sa]a sam pal munCul gambar 2

(root@opus.cse.buffalo.edu, Sun May 7 83:28:83 UTC 2086)

Loading ~boot/defaults/loader.conf

boot/kernel/kernel text=Bx4cBc74 data=8x98128+8x4f88c syms=[0x4+8x649f8+8x4+0x7
c1821

7

Gambar 1

Welcome to FreeBSD?

oot FremESD Lastanits Apabila muncul gambar seperti disamping,

. Boot FreeBSD with ACPI disabled
Boot FreeBSD in Safe Mode

" Hoot Frochad In singi usor wote tekan angka yang sesuai dengan pilihan kita atau

. Boot FreeBSD with verbose logging
. Escape to loader prompt

: Jeane ' enter untuk default.

P e Kita tekan ENTER

sboot/kernelsacpi.ko text=8xdZedd I

Gambar 2

ppbusB: <Parallel port bus> on ppch
ipB: <PLIP network interface> on ppbus@

<Printer> on ppbus8
Interrupt-driven port
<Parallel 10> on ppbus®
<16558A-compatible COM port> port 8x3f8-8x3ff irg 4 flags Bx18 on acpi@ H H
Setelah itu, tunggu sampai muncul gambar 4.
<16558A-compatible COM port> port Bx2{8-8x2ff irq 3 on acpi®
ype 16558A

E}{:‘g%}y drive controller> port Bx3f8-8x3f5,@x3f7 irq 6 drq 2 on acpid Gambar 3 adalah Contoh Saat pemrosesan

<1448-kB 3.5" drive> on fdc@ drive 8
pritiverd on is

orm@: <ISA Dp(?gn ROMs> at iomem Bxc8808-Bxc7iff, BxdcBBB-Bxdff1f,BxeBBB0-Bxe3 LT Setelah proses pemlllhan dlatas

on isal

scB: <Systew console> at flags @x188 on isa@
scB: UGA <16 virtual consoles, flags=8x388>
ugaB: <Gemeric ISA UGA> at port Bx3cB-8x3df iomem AxaB@BB-@xbffff on isad

Tivecounter "TSC" frequency 1996166863 Hz quality 888

Tirecounters tick every 1.888 msec

Uaiting 5 seconds for SCSI devices to settle

md@: Preloaded image </boot/mfsroot> 4423688 bytes at BxcBa91928

ad@: 2560MB <UMuare Uirtual IDE Hard Drive 9@@@88A1> at atad-master UDMA33
acdd: CDROM <UMuare Uirtual IDE CDROM Drive/8889AAA1> at atal-master UDMA33

Gambar 3
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Gambar 4

Gambar 5

Gambar 6

Pada pilihan Gambar 4 disamping,kita memilih
Negara tempat kita. Bebas.

Pilih salah satu (mis. Indonesia) . Lalu ENTER

Gambar 5 menunjukkan pilihan KeyMap untuk
system Kkita.

Pilih USA 1SO, untuk keymap yang biasa kita
pakai di Windows. Lalu ENTER

Gambar 6 adalah pemilihan cara untuk
menginstall FreeBSD

Sebagai pemu la,kita pilih Standart saja. Lalu
Enter



